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TECHNICAL SPECIFICATIONS

SYSTEM and STORAGE

CPU SIGMA DESIGN SMP8655
FLASHMEMORY  256MByte NAND

0s Linux

SYSTEMMEMORY 256MByte DDR2

VIDEO MEMORY 128MByte DDR2

NETWORK CONNECTORS
Ethemet RJ-45(10/100BASE-T )
Wireless LAN USB Type (Option)

IF / TUNERS
+ DVB-S2 TUNER / TWO TUNER INPUT

Input Frequency 950 ~ 2150Mhz

FEC Decoder DVB-S2 QPSK : 1/2,-9/5, 2/3, 314,
4/5, 5/6, 8/9, 9/10, AUTO
DVB-52-8PSK =315, 2/3, 3/4, 5/6,
BI9, 9/10,AUTO

Demodulation DVB-S/2-QPSK; 8PSK

Input Impedence 750

Input Connector F-type, [EC 169-24, FEMALE x2

Symbol Rate 1~45Msps

LNB POWER & Vertical : 14V

Polarization Horizontal : 19V

DiSEqC Contorl Version 1.0, 1.1, 1.2, USALS
Compatible

VIDEQ / AUDIO DECODING

MPEG2 SD/HD,

MPEG4 P10 H.264/AVC SDMHD

Xvid

MPEG AAC, AC3, WAV AIFF,

WMA

Resouttion 480i / 480p  576i / 576p / 720p /
1080i / 1080p

Subtitles SRT, SMI, TXT

Photos JPEG, BMP

Video Decoding

Audio Decoding

PHYSICAL SPECIFICATIONS

Dimension 300 x 210 x 60 (mm)
Gross Weight 274 kg

Net Weight 149kg

Power Supply 100Vac ~ 240Vac,
(Voltage, Type) 50/60Hz 1500mA (adapter)
Operaling 0°C~60°C
Temperature

Storage -10°C ~+70°C
Temperature

Power Consumption  Max. 60W (1W)
(Standby)

Front & Rear Panel /O

Rear Panel /O S-Videox1

Composite (CVBS)x 1

Component (YPbPT) x 1

Optical S-PDIF x1

USB 2.0x1

HOMI x-1

RJ45x 1

SCART x 1

Smart Card x 1

Power Switch x 1 (220V)
Display 7 segment display
Front Panel 11O IR Module (38KHz)

5 Input Keys

USB2.0x1

ACCESSORIES

IR Remote Control Unit
Power Adaptor

WIFI USB dongle

User Manual




